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REQ | STATE |  PROJECT ’E ?“E“'I
Standard post sectlon Standard post sectlon
guardrall outslde of guardrail outside of
nested portion. nested portion.
Two nested W beam rall elements /1,43 m Three 3.8/ m sections
NOTE:
1.905 1.905 Post spacing 5.715 m 1.905 1.905
n = m e pacing e /nfermedlaf:' =t n I DImenslons not labeled are In
Ending lap //nfsrmed/afe lap, without post ‘ lap with post Beginning /ap\_ millimeters.
‘ = Ny : = = : = = : = = : = ‘ 2. 7.62 m rail lengths may be used
) to eliminate the Intermediate lap
) . 3.7 mto 5.5 m , without a post.
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s é% Edge of pavement or ground line
SE at face of rall as applicable.
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ELEVATION
Standard post sectlon Two nested W beam rall elements /.43 m Three 3.8/ m sectlons
guardrall outside of Standard post section
nested portion. 1.905 m ) 1.905 m ) Post spacing 3.8/ m ) 1.905 m ) 1.905 m guardrall outside of
nested portion.
‘ Intermediate laps, with post ‘ Beglnning lap —.
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a8 ,\§ Edge of pavement or ground line
8§ S at face of rall as appllcable.
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8 - Mi6 x 50 mm button head Zﬂg:/ gz:; o
bolts and recess nuts (typ.)
P ¢ Nested W beam y blockouts (typ.)
A rail element i
Single W beam
rall element " " Single W beam
j r rail element
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DIRECTION OF TRAVEL METRIC STANDARD
G4 W BEAM GUARDRAIL
ENDING AP NTERMEDIATE LAP  prowvive | ap PLACEMENT AT MINOR
1 WITHOUT POST STRUCTURES AND PIPE CULVERTS
NO SCALE STANDARD APPROVED FOR USE 03/96 STANDARD
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